
Zipper with PVC reinforcement  
at the bottom edge

Velcro loops
(Oxford only)

5 years  manufacturer’s warranty on material and production defects  
of the aluminium structure
10 years availability of spare parts 
Lifetime warranty against corrosion of the aluminium structure

Profile
Ribbed square aluminium

profile, 46x46 mm (2.5 mm)
Ribbed square aluminium

profile, 43x46 mm (2.5 mm)
Ribbed square aluminium

profile, 32x32 mm (2.1 mm)

Tent sizes

Hinged pole profile 30x15 mm (2.8 mm) 28.5x15 mm (2 mm) 28.5x15 mm (2 mm)

Connecting elements
Aluminium + rubber cover  
(incl. transport protection)

Glass fibre reinforced plastic Glass fibre reinforced plastic

Rubber Cover ✓ × ×

Foot plate Aluminium Galvanized steel Galvanized steel

Height adjustability 2 or 3 levels 2 levels 1 level

Easy set-up mechanism ✓ × ×

Plastic Gliders ✓ × ×

Push button ✓ ✓ ✓

Valance tensioning device ✓ × ×

Transport bag Padded PVC PVC Oxford 500D

Fabrics
Oxford 500D, Oxford 250D, Oxford 250D not fire-retardant (3x3/4.5x3/6x3)  

Recycled fabric not fire retardant, PVC

Fabric colours                                        

Sublimation printing Oxford 500D

Thermal transfer &  
screen printing

Oxford 500D, Oxford 250D, Recycled fabric non fire retardant, PVC

Roof reinforcement Oxford 500D colour matched

Roof fastening on
the aluminium frame

Tension Velcro
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3x3 m · 4x2 m · 4x4 m · 4.5x3 m  
6x3 m · 6x4 m · 8x4 m

1.5x1.5 m · 2x2 m · 3x1.5 m · 3x2 m  
3x3 m · 4.5x3 m · 6x3 m

3x3 m · 4.5x3 m · 6x3 m

10x10ft · 15x10ft · 20x10ft · 13x6.5ft 
13x13ft · 20x13ft · 26x13ft

5x5ft · 6.5x6.5ft · 10x5ft · 10x6.5ft 
10x10ft · 15x10ft · 20x10ft

10x10ft · 15x10ft · 20x10ft
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